BORDER REV: DATE: ‘Mc}neh12‘?209907

RILL ‘HOLES

RILL HOLES

7
L]
_J
&)
T
-
-
o

SUSERNAMES

BY:

EXISTING SIGNS TO REMAIN

PROPOSED LED SIGNALS
13,.14,15, 19

EXISTING SIGNS
TO0 BE REMOVED

NEMA PHASING

21,30, 25,27, \
hod 2.5 3:5:9  16.17,18 <& CENTRE PARK DR 38,44 43,46 20,23, o1 62 23 B4
® 0 0 b P 58,37
Q(ﬂ . PHELPSLUCKDR ] | ‘kk S — W
6 @Y () e 24 YIELD
EALLY SIELD
12787 @8 (&) | PHELPS LUCK DR <> | '@
12" 12" 16" LED < CENTRE PARK DR :
COUNTOO 35,41,45,53 40,51 .
7+10 8511 12 29 Oid Annapoiis Rd. d
: SIGNAL HEAD
® ® & < PHELPS LUCK DF{{ \ 5335 S
& OO CENTRE PARK DR > 0“{” croge Te*D
© @© GO 33 52 _ :
| CENTRE PARK DR > I
N 10" , 75 06 03 ALT. G4 ALT. FLASHING
87712 ,, - % PHELPS LUCK DR { I DETAIL SECTION OPERATION
PROPOSED ACCESSIBLE PUSHBUTTON DpLY > (SCALE: 12109 NOTE:
= < . - .
AND SIGN S PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
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USE EXISTING BASE MOUNTED CABINET
USE EXISTING CONDUIT
USE EXISTING HANDHOLE

COE>

PEDESTRIAN SIGNAL HEADS. ACCESSIBLE PUSHBUTTONS. AND SIGNS R10-4(1)MOD “PUSH BUTTON TO
OLD ANNALPOLIS RD OR CENTRE PARK DR” (SEE NOTE 17)

m

OLD ANNAPOLIS RD”

~n

ACCESSIBLE PUSHBUTTON AND SIGN R10-4(1)MOD “PUSH BUTTON TO CROSS OLD ANNAPOLIS RD OR

CENTRE PARK DR” (NOTE: 1-3 IN. PVC 90 DEGREE BEND)(SEE NOTE 10) PAINT PROPOSED SIGNAL POLES FEDERAL BROWN. 1]

INSTALL 3 INCH SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT — TRENCHED

. REMOVE OVERHEAD SIGN(S)
. REMOVE PEDESTRIAN SIGNAL HEAD :
. INSTALL OVERHEAD SIGN :

ZZFT“LI@

EXISTING ELECTRICAL CONDUIT.

REMOVE EXISTING PUSHBUTTON, PEDESTRIAN SIGNAL HEADS AND SIGN. INSTALL 2 NEW LED COUNTDOWN

. REMOVE EXISTING PUSHBUTTON, PEDESTRIAN SIGNAL HEAD,» AND SIGN AND INSTALL NEW LED COUNTDOWN
PEDESTRIAN SIGNAL HEAD., ACCESSIBLE PUSHBUTTON, AND SIGN R10-4(1)MOD “PUSH BUTTON TGO CROSS

INSTALL A 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION. LED COUNTDOWN PEDESTRIAN SIGNAL HEAD,
INSTALL 24 INCH DETECTABLE WARNING SURFACE SHA STD. MD 655.40 (SURFACE APPLIED) (SEE NOTE 9)

REMOVE EXISTING SIGNAL HEAD AND INSTALL NEW BLACK FACED LED TRAFFIC SIGNAL HEAD IN;EXISTING LOCATION
REMOVE EXISTING SIDEWALK RAMP AND CONSTRUCT SHA STD. 655.11 SIDEWALK RAMP (5 FT. x 5 FT
LANDING/ 8FT. SIDE FLARES) WITH DETECTABLE WARNING SURFACE SHA STD. MD 655.40. AS NOT TGO DISTURB

CROSS

. PLACE THE 24 IN. DETECTABLE WARNING SURFACE ALONG THE
FULLY DEPRESSED PORTION OF THE EXISTING RAMP. THE MAT 16
SHALL NOT EXTEND ONTO THE SIDE FLARES. '
10.THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL
UNDERGROUND UTILITIES PRIOCR TO INSTALLING PROPOSED SIGNAL

CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. IF ANY

CONFLICTS SHOULD ARISE WITH THE PETROLEUM GAS LINES,

CONTACT THE COLONIAL PIPEL INE COMPANY AT 1-800-926-2728.
11.WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS. THE:

CONTRACTOR SHALL BE REQUIRED TGO EXCAVATE FOR

FOUNDATION AND CONDUIT BY HAND. :

EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE THE ' 17.

. THE CONTRACTOR SHALL INSTALL SIDEWALK WITH A DEPTH
OF 5 INCHES. THE 4 INCH CONCRETE SIDEWALK QUANTITY
‘HAS BEEN INCREASED BY A FACTOR OF 1.25 TO ACCOUNT
FOR THE ADDED DEPTH. -
LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL
PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF
MUTCD SEC. 4E.08 AND FIG. 4E.2; AND THE NCHRP
PUBLICATION, "“ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE
TO BEST PRACTICE.” IF NOT MET. THE CONTRACTOR IS TO
STOP WORK ON PUSHBUTTON LOCATIONS UNTIL A DESIGN
WAIVER IS OBTAINED, APPROVED BY THE DIRECTOR,

INGYE | | EX. SW EXISTING
A EX. RIGHT OF WAY | ‘ T ' 1%%%?%0
-36,36a  GENERAL NOTES (CONTINUED) ; w — OWARD~HIGH

0. REMOVE EXISTING SIDEWALK RAMP AND CONSTRUCT MODIFIED SHA STD. 655.12 SIDEWALK RAMP (SEE DETAIL THIS SHEET) 12.SEE GENERAL INFORMATION SHEET FOR PROPOSED PEDESTAL OFFICE OF TRAFFIC AND SAFETY. |
P. CONSTRUCT SHA STD. MD 655.11 SIDEWALK RAMP (5 FT. x 5 FT. LANDING/ 8 FT. SIDE FLARES) WITH " POLE LOCATIONS AND ACCESSIBLE PUSHBUTTON LAYOUT. | 18.A DESIGN WAIVER HAS BEEN ISSUED BY THE OFFICE OF
~ DETECTABLE WARNING SURFACE SHA STD. MD 655.40 AS NOT_TO DISTURB_EXISTING ELECTRICAL CONDUIT 13.ALL ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE - TRAFFIC AND SAFETY FOR THE ACCESSIBLE PUSHBUTTON
Q. INSTALL 12 IN. WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS FOR CROSSWALK DEL IVERED TO THE SHA SIGNAL SHOP FOR TESTING AND LOCATIONS IN THE NORTHEAST CORNER
R. INSTALL 24 IN. WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS FOR STOPLINE PROGRAMMING PRIGR TO INSTALLATION.  CONTACT MR. EDWARD \ . -
S. REMOVE EXISTING PAVEMENT MARKINGS (NOTE: REMOVE LANE MARKINGS TO PROPOSED STOPLINE) 0 . ACT MR. AR
T. REMOVE EXISTING SIDEWALK RAMP RODENHIZER AT 410-787-7652 TO COORDINATE. / STATE OF MARYLAND
U. INSTALL 5 IN. X 5 FT. WIDE CONCRETE SIDEWALK (SEE NOTE 15) 14.ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED DEPARTMENT OF TRANSPORTATION
V. INSTALL 6 FT. X 30 FT. LOOP DETECTOR ENCASED IN 1/4 IN. FLEXIBLE TUBING QUADRUPLE TYPE (3-6-3 TURNS). AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED STATE HIGHWAY ADMINISTRATION -
SPLICE LOOP WIRE TO EXISTING ELECTRICAL CABLE - 2 CONDUCTOR (ALUMINUM SHIELDED) WIRE IN HANDHOLE. | SECTIONS. HIGHEST ROADWAY PROFILE GRADE FOR OPEN
G JOMSON CXICTING, (OO0 MR ot yanize sueews on Looe pEmEcTUR, - SECTIONS TO VEET CLEATANCES as SPECITIED [N D e T A cn
N N i P Teu o ) R ! _ | /&—%W@/Q@/Qﬂﬁ% . 816.03, MD 818.01, MD 818.02: MD 818.04. THE CONTRACTO
TEDD APPROVAL Wik s SHALL VERIFY ULTIMATE GRADES PRIOR TO. THE |
Y. ADJUST HANDHOLE TO GRADE : : : MD 108 (OLD ANNAPOLIS ROAD) AND
Z. INSTALL GROUND MOUNTED SIGNS ON ONE 4 IN. X 4 IN. WOOD SUPPORT - REDLINE REVISION ~ INSTALLATION OF ALL SIGNAL EQUIPMENT. ;
7] AA.REMOVE EXISTING SIDEWALK | | | 6-19-2008 15-535{)8%@3%?%%%% é!;fggﬁktKAklﬁDngagSED REDLINE. REVISION PHELPS LUCK DRIVE/ CENTRE PARK DRIVE
BB. INSTALL NEW LED COUNTDOWN PEDESTRIAN SIGNAL HEAD, ACCESSIBLE PUSHBUTTON, = o
AND SIGN R10-4(1)MOD “PUSH BUTTON TO CROSS CENTRE PARK DRIVE” ON EXISTING GENERAL NOTES ‘ | CONSTRUCTION. — %%‘G’NAL b FLE) —
SIGNAL POLE (SEE NOTE 17) GTILITY LEGEND 1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE 5. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY \ APPROVALS / REVISIONS TRAFFIC S[,GNAL[ZAHON PLAN
AL LEGEND CONTRACTOR UTILIZING MDSHA STANDARD PLATES - CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR T AR P GRATE — -
S0 SD STORM DRAIN . FOR TRAFFIC CONTROL. _ ' FROM A 60 IN. x 60 IN. LEVEL LANDING AREA. S\\\ %/// D SioNAL HEADS TO LED SCALE__1"=20"  ADVERTISED DATE_ 12191980 _ CONTRACT NO, __ 2385572507706
5 S 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE A LEVEL LANDING AREA IS AN AREA WITH A CROSS N\ | CONTRACT® AT9255i85 02/2007 . : '
GAS MAIN LOCATIONS PRIOR TO INSTALLATION. SLOPE OF LESS THAN OR EQUAL TO 2%. TEAW LERDER NS STl GFP | HOWARD
W W WATER MAIN © 3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED 6. THE CONTRACTOR SHALL REFER TO FIG. 3B-17a OF \VQ | REPLACE DETECTION DESIGNED BY Aks COUNTY
| S S SEWER MAIN SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR  THE 2006 MARYLAND M.U.T.C.D. FOR CROSSWALK  f ssromomer <5 CONTRACT® HO32I5IT6 52006 | DRAWN BY - LOGMILE 13010811.79
STV Incorporated E—¢ ELECTRIC CABLES 4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING  7- ALL PAVEMENT MARKINGS SHALL BE INSTALLED & Pad [ [ [ T | oeoked M NO._____ —erdrer ks [1]
- A A AERIAL CABLES AND PROPERLY LABELING ALL SIGNAL CABLES. THE SHA - IN ACCORDANCE WITH MDSHA STANDARDS. H UPGRADE £/B AND W/B MD 108 6/04 | FAP.NO. TOD NO.
. : . T T TELEPHONE CABLES 8. THE CONTRACTOR SHALL CENTER THE PROPOSED TO BLACKFACED SIGNAL HEADS
engineers Jarchitects /planners /constuction. managers SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CRESSHALR ON TR NEWLY CORSTRUSTER R AN
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